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WARATAH H A R V E S T E R  /  P R O C E S S O R  H E A D S

FAST AND ACCURATE

MAKING CTL WORK FOR YOU
If you’re faced with the challenge of marginal contracts in small to medium wood, 
look no further. The Waratah 400-Series harvester heads can give you four-wheel drive, 

multi-stem processing with no loss of accuracy. A lot more wood 
to the mill. A healthier bottom line.

For an all-purpose harvester head in medium to large
wood, the Waratah HTH260 does it all. This is the

most popular harvester/processor ever developed.
Over 1,700 out there turning wood into accurate

log lengths for knowledgeable CTL contractors.
Talk about proven.

Just as sure is the back-up Waratah is
known for. You always get our best 
installation assistance and service
advice. We wouldn’t settle for 
anything less.

Timbermatic 10 
for Total Control
Equip your HTH260, HTH460 or HTH470 with our 
easy-to-use measuring and control system – the
Timbermatic 10. Automatically manage the saw blade…
start of feeding… pressure of feed rollers… delimbing
knives… stop on length… diameter. Up to 18 pre-selections
let you do it your way. Quickly change settings using the
clear menu display and an easy-to-operate joystick. And
T10 records it all – quantity by species, length, diameter
and volume measurement.

HTH260 – Experience counts
Need top production in a variety of wood sizes and harvest
conditions? The Waratah HTH260 is the ideal choice for 
wheel harvesters or 20 to 25 ton tracked carriers. It has 
worked more late thinnings and final fellings than any 
other harvester/processor. By far.

Advanced hydraulic valve design and a sturdy, precisely angled
saw unit ensure fast, clean cuts. Two synchronized feed rollers
are driven by new high-efficiency motors. Delimb fast and
clean with four hydraulically controlled moving knives and 
two sharpened-both-sides fixed knives. You’ll see proof of the
experience behind the HTH260 with every quality log produced.

H A R V E S T E R  /  P R O C E S S O R  H E A D S

H T H 2 6 0              H T H 4 6 0              H T H 4 7 0

HTH460 – Fast. Light. Powerful.
The HTH460 is gaining fans by the board foot. Four-wheel
drive. Incredible feed speed. All in one compact package.

Get them talking at the mill
about the top quality logs 
you deliver.  

Get them talking at the mill
about the top quality logs 
you deliver.  

The HTH460’s 21.6-in (550 mm) 
cutting capacity can handle anything
from first thinning to most final 
harvesting. Four hydraulically 
controlled feed rollers surround 
the stem to move wood fast and 
true, with minimal surface impact. 
The short frame follows tree contours.
Great for crooked stems, too. With 
its five moving and one fixed delimb
knives you get top quality logs to 
exact mill specification. 

Dimensions: Width knives open: 71.6-in (1 819 mm)
Width knives closed: 43.4-in (1 104 mm)
Height without rotator: 62.6-in (1 590 mm)

Delimbing knives: four moving, two fixed
Delimbing diameter: 16.9-in (429 mm) 

from tip to tip
Maximum opening of 
upper knives: 21.7-in (550 mm)
Maximum opening of 
bottom knives: 24.8-in (630 mm)

For fast, accurate processing, the HTH260
can be equipped with the T10 measuring
and control system. The HTH260 can also
be factory adapted for use with several
other measuring and control systems.

Operating Pressure: 3,625 psi (25 mPa) 
Recommended pump capacity:
59.4 - 80.6 gal/min (225 - 305 L/min)

2,799.9 lbs (1 270 kg) without rotator and link

HTH260

Weight:

Felling/Cutting:

Feeding:

Delimbing:

Hydraulic 
Requirements:

Control and
Measuring
System:

Optional
Equipment:

Two steel feed rollers with hydrostatic drive

Maximum: 3,625 psi (25 mPa)
with 780 cc motor: 5,260.5 lb/ft (23,4 kN)
with 857 cc motor: 5,778 lb/ft (25,7 kN)
with 934 cc motor: 6,295 lb/ft (28,0 kN)

Maximum: 15.4 ft/s (4,7 m/s) 

Maximum feed roller 
opening: 23.9-in (607 mm)

Chain saw with hydrostatic drive
Felling/cutting diameter 
maximum: 25.6-in (650 mm)
Saw bar: 31.5-in (800 mm)
Chain type: 0.404-in (10 mm)
Chain speed: 131.2 ft/s (40 m/s)
Tank chain oil: 1.3 gal (5,0 L)

HTH470

Width knives open: 65-in (1 650 mm)
Width knives closed: 47.2-in (1 200 mm)
Height: 65.7-in (1 670 mm)

For fast, accurate processing, the HTH470
can be equipped with the T10 measuring
and control system. The HTH470 can also
be factory adapted for use with several
other measuring and control systems.

470: 2,376 lbs (1 080 kg) 
including rotator and link

470HD: 2,623 lbs (1 180 kg) 
including rotator and link

470HDMT: 2,827 lbs (1 285 kg) 
including rotator and link

Chain saw with hydrostatic drive
Felling/cutting diameter 
maximum: 25.6-in (650 mm)
Saw bar: 29.5-in (750 mm)
Chain type: 0.404-in (10 mm)
Chain speed: 131.2 ft/s (40 m/s)
Chain tank oil: 3.2 gal (12 L)

Maximum: 3,625 psi (25 mPa)
with 630/400 cc motors: 5,665 lb/ft (25,2 kN)
with 800/500 cc motors: 6,740 lb/ft (30,0 kN)

Delimbing knives: five moving, one fixed
Delimbing diameter: 18.9-in (480 mm) from 

tip to tip
Maximum opening of 
upper knives: 27.5-in (700 mm)
Maximum opening of 
lower knives: 28.7-in (730 mm)

Feed Speed:

Rollers:

Feed Force:

Operating pressure: 3,625 psi (25 mPa)
Recommended pump capacity:
66.0 - 75.0 gal/min (250 - 285 L/min)

• HD: Heavy Duty version 
• HDMT: Heavy Duty Multi-Tree handling equipment
• Color marking system, 2 colors
• Stump treatment system
• Flexible ribs and ribbed rollers
• Rotator & link
• Eucalyptus debarking kit

• Color marking system, 2 colors
• Stump treatment device
• Rubber rollers
• Rotator and link
• Automatic chain tensioning
• Heavy-duty tilt frame 

(standard for track carrier use)
• Eucalyptus debarking kit

Width head open:  53.5-in (1 360 mm)
Width head closed:  47.2-in (1 200 mm)
Height without rotator:  45.7-in (1 160 mm)

Delimbing knives: five moving, one fixed
Delimbing diameter: 15.7-in (400 mm) from 

tip to tip 
Maximum opening of
upper knives: 22.0-in (560 mm)
Maximum opening of
lower knives: 22.8-in (580 mm)

For fast, accurate processing, the HTH460
can be equipped with the T10 measuring
and control system. The HTH460 can also
be factory adapted for use with several
other measuring and control systems.

Operating pressure: 3,625 psi (25 mPa)
Recommended pump capacity:
56.5 - 85.5 gal/min (215 - 325 L/min)

1,763 lbs - 1,874 lbs (800 – 850 kg) without
rotator & link, depending on options 

HTH460

Four wheel drive (4WD) fully synchronized
(hydraulically and mechanically) with steel
feed rollers

Maximum: 3,625 psi (25 mPa)
with 400/250 cc motors: 3,597 lb/ft (16 kN)
with 500/315 cc motors: 4,496 lb/ft (20 kN)
with 630/400 cc motors: 5,665 lb/ft (25,2 kN)

Maximum: 16.4 ft/s (5,0 m/s)

• Color marking system, 2 colors
• Stump treatment system
• Flexible ribs and ribbed rollers
• Rotator & link
• Model 100 saw unit
• Eucalyptus debarking kit

H T H 200/400
S E R I E S   S P E C I F I C A T I O N S

Maximum feed roller 
opening: 27.6-in (700 mm)

Four wheel drive (4WD) fully synchronized
(hydraulically and mechanically) with steel feed
rollers (multi-tree handling rollers optional)

Hydrostatic Hydrostatic Hydrostatic

Chain saw with hydrostatic drive
Felling/cutting diameter 
maximum: 21.6-in (550 mm)
- with optional saw unit: 24.4-in (620 mm)
Saw bar: 25.2-in (640 mm)
- with optional saw unit: 29.5-in (750 mm)
Chain type: 0.404-in (10 mm)
Chain speed: 134.5 ft/s (41 m/s)
Tank chain oil: 1.6 gal (6 L)

Maximum feed roller 
opening: 22.0-in (560 mm)

Maximum: 15.4 ft/s (4.7 m/s) 

Drive:

HTH 200/400
SERIES

DKA745 Inside
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